
MATERIAL SURVEY RESULTS BY NUMBER OF SERVICE  
CONNECTIONS FOR EACH PLUMBING MATERIAL TYPE 

 
 
PWS NAME__________________________________________________________________________________________ 
 
PWS ID NUMBER_____________________________DATE____________________________ 
 
POPULATION OF PWS________________________NUMBER OF SERVICE CONNNECTIONS______________________ 
 
 
     TYPE OF             
STRUCTURE 

TYPE OF PLUMBING MATERIAL 
 
                         INTERIOR PLUMBING             DISTRIBUTION SYSTEM PLUMBING 

 
 
 

 
Copper built 
after 1982 
with lead 
solder 

 
Copper built 
before 1983 
with lead 
solder 
 

 
Copper built 
any year 
without lead 
solder 
 

 
Lead 
piping, 
goose 
necks, 
etc. 

 
Galvanized 
steel 
 
 
 

 
Exceptional 
case 

 
 
Lead service  
line 

 
 
Copper service 
line  
 

 
 
Galvanized steel 
service line 
 

 
 
Other 
service line  
material 
 

SINGLE FAMILY 
RESIDENCES 

Tier 1 Tier 3 Tier 4 Tier 1 Tier 4 Tier 4     

MULTI-FAMILY 
RESIDENCES 

Tier 2 Tier 4 Tier 4 Tier 2 Tier 4 Tier 4     

SCHOOLS-NTNC 
 

Tier 1 Tier 2 Tier 4 Tier 1 Tier 4 Tier 4     

OTHER BUILDINGS 
NTNC 
 

Tier 1 
 

Tier 2 
 

Tier 4 
 

Tier 1 
 

Tier 4 
 

Tier 4 
 

    

TOTAL  
 
 

 
 

   
 

     

 
EXCEPTIONAL CASE: STRUCTURES WITH NO LEAD IN THE DISTRIBUTION SYSTEM OR INTERIOR PLUMBING. 
 
*************************************************************DO NOT FILL IN BELOW THIS LINE***************************************************************** 
 
 
NUMBER OF LEAD/COPPER SAMPLES REQUIRED PER MONITORING PERIOD__________________ 
 
NUMBER OF SAMPLES REQUIRED TO BE DRAWN FROM LEAD SERVICE LINE SITES____________ 
 


